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Advanced F-sealTM anti corrosion coating with improved UV stability
 
Special tip design ensures fast drilling

ETA approved and CE pending#

Resealable stand up bag offering protection on site and options 
for point of sale

Complies with EU fire safety and environmental regulations

performance drill screws for roofing and cladding

hex head sheet to steel
cold rolled light section# hot rolled heavy section#

HC 4.8 x 16 HH 5.5 x 25*
HC  5.5 x 19 HH 5.5 x 32*
HC 5.5 x 25* HH 5.5 x 38*
HC 5.5 x 32* HH 5.5 x 50*
HC 5.5 x 38 HH 5.5 x 75*

HC 5.5 x 43*only HH 5.5 x 100*
HC 5.5 x 50# *available with 16mm washer

hex head sheet to timber hex head sheet to sheet
timber# stitching screw#

HT 6.3 x 25* HS 6.3 x 22*
HT 6.3 x 32*
HT 6.3 x 45* *available with 16mm washer

hex head panel screws
cold rolled light section hot rolled heavy section timber
PC 5mm/6mm x 60** PH 5mm/6mm x 85** PT 5mm/6mm x 60**
PC 5mm/6mm x 80** PH 5mm/6mm x 105** PT 5mm/6mm x 80**

PC 5mm/6mm x 125** PH 5mm/6mm x 125** PT 5mm/6mm x 100**
PH 5mm/6mm x 150** PT 5mm/6mm x 126**

*with 19mm EPDM washer PT 5mm/6mm x 150**

countersunk timber to steel screws
cold rolled light section# hot rolled heavy section#

WC 4.8 x 38 WH 5.5 x 65
WC 5.5 x 50 WH 5.5 x 85
WC 5.5 x 60 WH 5.5 x 109
WC 5.5 x 85


